
S160 SPECIFICATIONS:
Log Length ..................... 18” Max.
....................................... 16” Rec.
Stove Pipe Diameter .................. 6”
Height: Legs ..................... 27-1/2”
Pedestal .................................. 31”
Width ............................... 23-1/2”
EPA Grams per hour ................. 1.6
Oregon DEQ Efficiency ......... 70.2%

Fire-box size ............. 18”W x 14”D

Approximate Weight:
On Legs ............................316 lbs.
On Pedestal ...................... 310 lbs.
Combustion System:
................................. Non-catalytic
Estimated Heating Capacity**
....................... 700 – 1,400 sq. ft.
Max. Output/Cord Wood**
.......................... 68,000 BTUs/hr.

Max. Burn Times** .......... 6–8 hrs.

Coupled with its strong appeal as a hearth showpiece is the most efficient combustion system
ever made in a wood stove.   The handcrafted Striker performs at an amazing 1.6 grams per
hour average and at 1 gram per hour where you’ll use it most, the low burn setting, allowing
you to achieve the long clean burns Country Stoves is famous for.

Country’s Striker : The World’s Cleanest Wood Burning Stove

According to the US Environmental Protection Agency, the Striker S160 Series
is the lowest emissions non-catalytic stove made anywhere in the world.

S160 Features:

▲All critical parts
inside the firebox
made of stainless
steel for long
service life

▲Large door providing
unobstructed view
of fire

▲Singular draft control
technology offers
ease of operation

▲Mobile home
approved for
freestanding
applications, pedestal
or leg mounted

▲See option pages
12 and 13 for a wide
variety of options
allowing you to add
distinction and a
personal touch to
your handcrafted
Country Stove
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Striker S160
shown in

metallic black
with cast black

traditional door
and Cascade

steel legs.

Striker SA160 shown in
metallic black with optional
24K gold plated arched door
and Olympic cast black legs.
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**Heating Capacities based on 70° 3 ft. above the floor with 8 ft. ceilings.
Cubic Feet = Sq. Ft. x 8’. Heat output, heating capacities and burn times will
vary depending on fuel type, chimney per formance, climate conditions, burning
habits, home insulation value and installation.

Striker 160 shown in metallic black on pedestal with optional 24K gold plated door and custom gold deco trim paint.

Striker 160
shown in

metallic black
on pedestal

with optional
nickel plated

door and
custom silver

deco trim
paint.

*

Small

“The house is

finally warm.

It is so relaxing

to simply sit and

watch the fire”

   – Michel, L., PA *EPA rating,
non-catalytic
since September
1995.


